
Part Type EVC-F30 EVC-F60 EVC-F90 EVC-F120

Electrical Power 30 kW 60 kW 90 kW 120 kW

400V AC 400V AC 400V AC 400V AC

50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz

Socket Type

IEC  62196-1/3,  IEC  

61851-1/23/24, 

CHAdeMO  rev  1.2

IEC  62196-1/3,  IEC  

61851-1/23/24, 

CHAdeMO  rev  1.2

IEC  62196-1/3,  IEC  

61851-1/23/24, 

CHAdeMO  rev  1.2

IEC  62196-1/3,  IEC  

61851-1/23/24, 

CHAdeMO  rev  1.2

Interface Type
Connector CCS Combo 2, 

Connector CHAdeMO

Connector CCS Combo 2, 

Connector CHAdeMO

Connector CCS Combo 2, 

Connector CHAdeMO

Connector CCS Combo 2, 

Connector CHAdeMO

Length of cable 5m 5m 5m 5m

Simultaneous 

charging
4 electric cars(2DC+2AC) 4 electric cars(2DC+2AC) 4 electric cars(2DC+2AC) 4 electric cars(2DC+2AC)

Authorization

Multi-standard RFID ISO 

14443 A/B, ISO 15693, 

ISO 19092, LEGIC, FeliCA

Multi-standard RFID ISO 

14443 A/B, ISO 15693, 

ISO 19092, LEGIC, FeliCA

Multi-standard RFID ISO 

14443 A/B, ISO 15693, 

ISO 19092, LEGIC, FeliCA

Multi-standard RFID ISO 

14443 A/B, ISO 15693, 

ISO 19092, LEGIC, FeliCA

Connectivity

Ethernet: RJ45 - 10/100 

Mbps, Modbus / M-Bus 

over RS485, USB port

Ethernet: RJ45 - 10/100 

Mbps, Modbus / M-Bus 

over RS485, USB port

Ethernet: RJ45 - 10/100 

Mbps, Modbus / M-Bus 

over RS485, USB port

Ethernet: RJ45 - 10/100 

Mbps, Modbus / M-Bus 

over RS485, USB port

Display
10,1" TFT LCD touch 

screen display (IK8)

10,1" TFT LCD touch 

screen display (IK8)

10,1" TFT LCD touch 

screen display (IK8)

10,1" TFT LCD touch 

screen display (IK8)

Counter
Built-in MID Meter 

(Eichrecht Conformity)

Built-in MID Meter 

(Eichrecht Conformity)

Built-in MID Meter 

(Eichrecht Conformity)

Built-in MID Meter 

(Eichrecht Conformity)

Certification

CE, CB, IEC  61851-1,  IEC  

61851-22,  IEC  60950-1,  

IEC  60950-22

CE, CB, IEC  61851-1,  IEC  

61851-22,  IEC  60950-1,  

IEC  60950-22

CE, CB, IEC  61851-1,  IEC  

61851-22,  IEC  60950-1,  

IEC  60950-22

CE, CB, IEC  61851-1,  IEC  

61851-22,  IEC  60950-1,  

IEC  60950-22

Safety

DC  6mA  RCD, RCCB  

Type A, MCB  40A  Type  

C

DC  6mA  RCD, RCCB  

Type A, MCB  40A  Type  

C

DC  6mA  RCD, RCCB  

Type A, MCB  40A  Type  

C

DC  6mA  RCD, RCCB  

Type A, MCB  40A  Type  

C

Mechanical Weight (Net) 130 kg 138 kg 146 kg 154 kg

Dimension 

(HxWxD) mm
2025 x 580 x 375 2025 x 580 x 375 2025 x 580 x 375 2025 x 580 x 375

Material Full Metal Body Full Metal Body Full Metal Body Full Metal Body

Enviromental IP Rating IP54 IP54 IP54 IP54

IK Rating IK10 IK10 IK10 IK10

Humidity 5%-95%  5%-95%  5%-95%  5%-95%  

Operating 

Temperature
 -22 °F    +122 °F  -22 °F    +122 °F  -22 °F    +122 °F  -22 °F    +122 °F

Optional Features

Authorization

Safety

Interface

Body

ND EVC FAST

TypeOption

Main Features

Voltage

Multi-standard RFID

Smart App

ISO/IEC 18092, ISO/IEC 21481

Android&IOS

Color White, blue, orange…

Shuttered Socket IEC  62196  Type 1/ Type 2

Built-in Cable
IEC  62196  Type 1/ Type 2,CCS Combo 1, GBT Type 2, 

GBT DC, Tesla Type 2, Tesla Supercharger DC

Built-in RCCB Type-A High Immunity

AC module AC7/7, AC7/22, AC22/22


